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STANDARD NO. VALUE

Thickness

Thickness of PVC ISO 2286-3 80 mic (±5%)

Total thickness ISO 2286-3 210 mic (±5%)

Tensile stress at break ISO 527-3/2/200 min. 20 MPa [MD]

Tensile strain at break ISO 527-3/2/200 min. 160 % [MD]

Gloss level 15 GU

Dimensional stability DIN 53377 max. -2.8 %

Transmittance ASTM D1003 73%

Haze ASTM D1003 95.6%

Clarity ASTM D1003 4.7 %

Adhesive Power

Initial FINAT 9 8.8 N/25 mm

After 20 min FINAT 1 13.3 N/25 mm

After 24 h FINAT 1 19.8 N/25 mm

Temperature range

While applying - from 12oC to 25oC

While exploiting - from  -20oC to 50oC

Durability

Shelf Life 2 years (in original packaging, at 20 o

PRODUCT DESCRIPTION:  

PRODUCT STRUCTURE: 

RANGE OF APPLICATION: 
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PHYSICAL FEATURES:

IKONOS PROFIFLEX DECO DPT P80+

www.foryouprint.es - info@foryouprint.es



IKONOS LARGE FORMAT PRINTING MEDIA

Tel.: +48 77 455 63 19 / Fax: +48 77 455 63 17

 -

-

 

-

-

-

PROFIFLEX
SERIA

DURABILITY

HANDLING & PROCESSING

of material.

film from adhesion.

IMPORTANT NOTICE
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